City of St. Louis Community Development Administration

HOME Investment Partnerships Program
LEAD- BASED PAINT MAINTENANCE CERTIFICATION


	Project Name:
	     

	Unit or Building Addresses:
	     

	
	

	Owner:
	     

	Address:
	     

	
	

	Management Co./Agent
	     

	Address
	     

	
	


Please Check one
_________1.
The undersigned hereby certifies that the above project is exempt from the certification requirement because all buildings were built after 1978 and there are no Lead-Based paint hazards present
_________2.
The undersigned hereby certifies that proper maintenance activities and Safe Work practices (as outlined on page 2 of this document) were conducted for units that contained or were presumed to contain Lead-Based paint hazards during the period of      

 FORMTEXT 
     .
The undersigned acknowledges Community Development Administration (CDA) may request additional documentation as it relates to this certification and failure to provide the required information could lead to default of the CDA Loan documents.

The undersigned further acknowledges that the Community Development Administration (CDA) is not the final authority on Lead-Based Paint hazards and/or regulations.  Owners are encouraged to review and understand the applicable laws and regulations including the “Lead-Based Paint Poisoning Prevention Act, as amended” E.P.A. Renovation, Repair & Painting Rule.
_______________________________

_________________

Owner/Agent





Date

Proper maintenance activities and safe work practices should be applied as appropriate in all HOME assisted rental units for properties that contain or are presumed to contain lead-based paint.  These maintenance activities include:
· Visual assessments by a trained individual for deteriorated paint, bare soil and lead hazard control failures of all lead-based paint in units annually and at unit turnover.
· Repairing all deteriorated paint above de minimis levels using Safe Work Practices and achieving clearance.  De minimis thresholds are defined as

· 20 square feet on exterior surfaces;

· 2 square feet in any one interior room or space; or

· 10 percent of the total surface area on an interior or exterior type of component with a small surface area (such as windowsills, baseboards, and

· Repairing all encapsulated or enclosed areas that were damaged or failing using appropriate interim controls or abatement methods (if applicable).
· Requesting in writing that occupants of units monitor lead-based paint surfaces and notify the owner of any new potential lead hazards.

The following safe work practices should be applied as appropriate:

· The following prohibited work methods should not be used:
· Open flame burning or torching.
· Machine sanding or grinding without a high-efficiency particulate air (HEPA) local exhaust control.

· Abrasive blasting or sandblasting without HEPA local exhaust control.
· Heat guns operating above 1,100 degrees Fahrenheit, or those that that operate high enough to char the paint.
· Dry sanding or dry scraping. (For exceptions to this rule see 24CFR 35.140 (e).
· Paint stripping in a poorly ventilated space using a volatile stripper that is a hazardous substance in accordance with regulations of the Consumer Product Safety Commission at 16 CFR 1500.3, and/or a hazardous chemical in accordance with the Occupational Safety and Health Administration at 29 CFR 1010.1200 or 1926.59, as applicable to the work.
· Protection of the occupants and preparation of the worksite as described below:
· Occupants were not permitted to enter the worksite during hazard reduction activities until final clearance was achieved.
· Occupants were temporarily relocated before and during hazard reduction activities if necessary.
· Dwelling unit and worksite were secured against unauthorized entry, and occupants’ belongings were protected from contamination by dust-lead hazards and debris during hazard reduction activities.
· Occupants’ belongings in a containment area were relocated to a secure area outside the containment area or covered with appropriate materials.
· Worksite was prepared to prevent release of leaded dust and contained lead-based paint chips and other debris from hazard reduction activities within the worksite.
· A warning sign was posted at each entry to rooms where hazard reduction activities were conducted when occupants were present.
· Specialized cleaning after hazard reduction activities including:
· Used HEPA vacuum cleaners; or other method of equivalent efficacy; and
· Lead-specific detergents or equivalents.
· Clearance of unit achieved before re-occupancy was permitted.
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